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Technical Specification 
AF-AT-D

Dual Arm & Desktop Monitor Mount

A  240° rotation at shoulder
B  315mm (12.5”) height  

adjustment range
C 360° articulation of arms
D 180° pan adjustment
E  Tilt +_ 70°
F  +_ 95° Portrait/  

landscape adjustment

Note  

The back to back display configuration 
shown can only be used in conjunction 
with the bolt through mounting option.

The range of movement shown here 
applies to both arms of Visidec Focus 
articulated arm double

Please read the installation instructions 
before mounting Visidec Focus  
articulated arm double.

Mounting Options

Double arm desktop 
monitor mount includes 
bolt through and desk 
clamp mount options. 
 
Note Desk clamp mounting 
option is only suitable for 
displays in side by side 
configuration.

Desk Clamp

Suits desktop thicknesses 
of 0mm-76mm (0”-3”) 

Bolt Through

Suits desktop thicknesses 
of 12mm-40mm (0.5”-1.5”)

Consist of

Monitor arm  
Fasteners 
Mounting 
hardware 

Warranty

10 years limited

A

B

C

D

E

F

Portrait/ Landscape Tilt (Screen angle up/down) Pan (Screen angle left/right)

No Allen Key No Allen Key necessaryNote: Support Screen when 
adjusting tilt.

100mm

75mm

100mm 75mm

5mm Allen Key
Tighten

Loosen

VESA 75 x 75 / 100 x 100mm 

Display Mounting Options

VESA 75 x 75mm

VESA 100 x 100mm

Weight Range

Flat monitor 0-8kg (0 - 17.6lbs)

Curved monitor 0-5.5kg (0 - 12lbs)

*Curved monitors, deep devices (such as all-in-one PCs) 
and offset VESA locations exert additional leverage that 
can exceed the capacity of the mount even though the 
monitor weight may be within the stated range. Please 
contact Atdec if you would like further information.
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Mounting Options

 

 

 

    

  
  

 

Maximum distance
to centre of display. 

Height
of Pole

Centre of Pole
A B

C

D
E

FG

H

I 

I

28mm (1.1”)

Side By Side

Side By Side

Default

Inverted

MIN THICKNESS - 0mm (0”)
MAX THICKNESS - 39mm (1.5”)

MIN THICKNESS - 35mm (1.4”)
MAX THICKNESS - 76mm (3”)

Note The Visidec Focus 
Articulated Arm Double 
can be configured so 
that the displays are 
positioned side by side. 

The maximum distance 
from the pole to the 
back of the display will 
be determined by the 
size of the displays.

Max Display Width:
Side by Side orientation: 
780mm (30.71”)

Bolt Through

Desk Clamp

3.2mm 

52mm 
(2.1”)

(0.1”)

Desktop

Note  

The back to back display 
configuration shown can 
only be used in conjunction 
with the bolt through 
mounting option.

The range of movement 
shown here applies to both 
arms of Visidec Focus 
articulated arm double.

A   Max. 476mm (18.74”)

B   77mm (3”)

C   150mm (5.91”)

D   195mm (7.68”)

E   54mm (2.5”)

F   99mm (3.89”)

G   77mm (3”) 

H   ø39mm (1.5”) 

I    440mm (17.32”) or 
     450mm (17.71”) when    
     using desk clamp 

atdec.com

No portion of this document or any artwork contained herein should be reproduced in any way without the express written consent of Atdec Pty Ltd.  
Due to continuing product development, the manufacturer reserves the right to alter specifications without notice. ©20191025A

THICKNESS RANGE 
12mm-40mm (0.5”-1.5”)

52mm
(2.1”)

55mm
(2.2”)

88mm
(3.5”)

140mm
(5.5”)


